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Company Overview

Å Founded in 1999;  based in Rockledge, Florida.

Å State of the art 23,000 SF Manufacturing Facility.

Å Sleeving Systems for Water/Smoke/Fire Stop solutions is our main FOCUS.

Å Patented  Technology.

Å Biography of Inventor ïDarrell Price:

ÁPlumbers & Pipe Fitters Union member.

ÁConcrete Form work, Mechanical and Plumbing 

trades for over 30 years.

ÁRaised in a family-owned high rise construction 

industry.

Å Product Manufactured & Assembled in the U.S.A. www.PresealedSystems.com
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Customer Service

é Provide an ExpeditedDelivery Service.

é Have a Company Representativeon the initial 

installation.

é Provide Engineering support to help solve unique 

applications.

é Provide a dedicated in-house Customer Service 

Representative for your Company.

We Willé.
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PRODUCT OVERVIEW

Wood Form Sleeve Corrugated Deck Sleeve Tub Box System
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Cut Away View In Concrete After

Protective Cap Has Been Removed

FromPRESEALED SYSTEMS ®

The Key To Our Success

Pipe Type & Size Specific, 

Water Barrier Seal assures a 

tight fit error free Installation.

Seals against water, fire, smoke, 

gases, insects, etc.

Cast In Concrete, Water Barrier Seal 

allows for expansion, contraction, and 

shrinkage.

Patented One Piece Water 

Barrier Seal prevents water 

seepage inside & outside of 

the sleeve.
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Å Turnkey solution, no field cutting or modifications needed 

to adjust to the thickness of the concrete. 

Å Can handle concrete pours from 4-İò to 36ò.

Å Provides UL tested Water/Smoke/Fire Stop solution, no 

need for fire caulk, mineral wool, or accessory items.

Advantages of the Presealed Systems Wood Form Sleeves include:

Å Provides water tight penetration after slab is poured.

Å Meets the new IBC 2006 requirements for Smoke Barriers.

Å Very rugged design that is built to stand up to all field installation 

conditions.

Å NO NEED to revisit Penetration after Concrete Pour.

HydroFlame Wood Form

Pipe Sleeve System
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Å One Piece System mounts easily to corrugated decks 

without the use of any additional straps or adapters.

Å Turnkey solution, no field cutting or modifications needed 

to adjust to the thickness of the concrete. 

Å Can handle concrete pours from 2-İò to 36ò.

Å Provides UL tested Water/Smoke/Fire Stop solution, no 

need for fire caulk, mineral wool, or accessory items.

Advantages of the Presealed Systems Corrugated Deck Sleeves include:

Å Provides water tight penetration after slab is poured.

Å Meets the new IBC 2006 requirements for Smoke Barriers.

Å Very rugged design that is built to stand up to all field installation conditions.

Å NO NEED to revisit Penetration after Concrete Pour.

HydroFlame Corrugated Deck

Pipe Sleeve System

www.PresealedSystems.com


